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Panasonic PBX Evolution

Max.Trunks:72   Max.Extensions:68 Max.Trunks:96   Max.Extensions:108

Evolution to the IP World

Today's offices are shifting from traditional telecom systems to 
low-cost, flexible IP systems that take full advantage of the rapid 
growth in IP applications and globalisation. KX-NCP Series & 
KX-TDE Series can be used to construct a full-IP telecom system, 
making them a perfect match for these new communications 
systems. The KX-NCP Series & KX-TDE Series offer new, 
standard-equipped IP functions that boost efficiency and lower 
communication costs. 

They also include convenient and highly effective features such as 
wireless operation, voice mail and CTI. For companies planning to 
switch to a full-IP system, Panasonic IP-PBX systems offer a 

scalable, easy-to-use platform that adapts to a wide range of 
business fields for future expansion. In addition, these models also 
support traditional telecom lines, so they allow IP systems to be 
integrated with conventional telecom systems such as ISDN and 
analogue lines. Depending on the office environment, it may be 
difficult to switch an existing traditional telecom line to a full IP 
system all at once due to time and cost restrictions. 
The KX-TDE100/200/600 respond flexibly to needs like this. 
By changing the main board in the current TDA series, 
a new system can be easily constructed. This lets the 
KX-TDE100/200/600  provide optimal solutions for companies that 
want to smoothly migrate to an IP system while continuing to use 
their existing telecom network.

KX-NCP500

TDE600

NCP500/1000
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TDA30/100/200
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IP Application
Solutions   

Telecom Solutions

Pure IP PBX

Connecting People, Connecting Business. NCP Solutions
Panasonic's Network Communication Platforms (KX-NCP) are advanced communication solutions 
designed to enable businesses achieve Unified Communications by enhancing and streamlining 
office communications with presence enriched productivity applications.

Using the built-in SIP trunking interface, businesses now have 
the ability to connect the NCP Communication Systems to the 
growing list of SIP based Internet Telephony Service Providers 
(ITSP) to achieve low-cost VoIP calls over managed 
broadband IP networks. 

With KX-NCP systems, administrators can remotely manage any 
deployment scenario whether a stand-alone system or a 
networked multi-site system connected over an IP network.

The  KX-NCP leverage the latest digital networking, Voice over 
IP (VoIP) and SIP technologies to cost effectively handle 
intra-office, multi-site and long distance communications over 
converged voice and data networks.

Multi-site Networking for 
Flexible Communications

Remote Administration from Anywhere

A built-in application server provides desktop solutions and 
enables simple installation.
- Built-in Communication Assistant
   An Activation Key for CA Client Basic for 5 Users are preinstalled.
- Built-in Simplified Voice Mail (2channeles)
- Built-in Small Call Centre

Server-less system for 
Office Work Assistance Application

SIP Networking

The flat, compact body fits neatly into a standard 19-inch rack.

19-inch Rack Mountable

Built-in Application

Hybrid IP PBX

Pure IP PBX
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*For details of the specification, please refer to page 16~19
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The KX-NT400 is equipped with a touch panel 
on a large colour LCD, allowing easy operation.
You can link to a network camera and
can also access intranet Web applications 
without PC.
All this makes for smooth office Communication.

Various IP interfaces such as IP trunk, 
SIP trunk, IP Proprietary Telephone, 
Softphone, and SIP extensions can be 
accommodated, connected and supported.

KX-TDE is preinstalled with the simplified 
Voice Mail feature (2 channels).
An additional option card allows for a 
maximum of 8 channels to be supported.
In addition to the voice mail service, you can 
also record your own personal greeting 
message and on-hold tone.

KX-NT400
Display Unit
-  Colour Touch Screen LCD
- Network Camera Integration
- Application built-in 
- Speakerphone
- 2 Ethernet Ports(100 Base-TX)
-  Power-over-Ethernet(PoE)
-  Bluetooth  Module

Add-on 12-Key Module
(For KX-NT346 and KX-NT343 only)

Add-on 60-Key Module
(For KX-NT346 and KX-NT343 only)

(For KX-NT400/366/346/343 
and KX-DT346/343 only )

Mounting the KX-NT307 lets you connect a
commercially available Bluetooth  headset for
hands-free communication (Answer a call/End
a call/Voice communication). 

Integration with 
Panasonic NCP, TDE Series
and Voice Processing System

2ndEthernet Port

Compatibility with Panasonic NCP, TDE Series
Power-over-Ethernet (PoE)

Power-over-Ethernet (PoE)

You can easily switch from the Hybrid IP PBX KX-TDA series.

Conference Group Call

Support the new 
IP Proprietary telephone KX-NT400

A proprietary telephone user can call a 
pre-determined conference group of up to 
7 parties to establish a conference call.

Up to 100 TDE’s can be programmed by one 
PC at the same time when each TDE 
connected to the network. This function also 
makes it easy to set all of the PBX programs 
at the same time.

Conferencing phone manager application
(Simple video conferencing system with Panasonic Network camera)*
*Peer to Peer connection only

KX-NT366 KX-NT346
KX-NT303

KX-NT305

KX-NT307

KX-NT321

KX-NT343

KX-TDE600

KX-TDE100 KX-TDE200

Walking extension (Hot Desking)

KX-HGT100
KX-NT700

The Panasonic KX-NT400 
IP proprietary telephone is an 
innovative and stylish hi-end 
model. It is equipped with a touch 
panel on a large colour LCD, 
allowing easy operation. You can 
link to a network camera and can 
also access intranet Web 
applications.

Panasonic TDE series
Power Enhancing Features

Max.Trunks       : 640
Max.Extensions : 1152

Max.Trunks       : 128
Max.Extensions : 256

Max.Trunks       : 128
Max.Extensions : 256

Full-IP compatibility

Fully equipped with TDA 
functions and solutions

Built-in Simplified Voice Message

Multi-site Programming

Easy Maintenance

*For details of the specification, please refer to page 16~19




